
TANDEM™ MODULAR BLOCK
COLUMN  INSTALLATION

E A S E  A N D  F L E X I B I L I T Y  O F  T H E  T A N D E M  S Y S T E M ,  N O W  W I T H  A  
N E W  M E T H O D  O F  I N S T A L L A T I O N  P E R F E C T  F O R  C O L U M N S



UNIVERSAL CONNECTOR* 

 53∕₄ x 11∕₄ x ⅞

MELVILLE TANDEM™

 7 x 187⁄16 x 25⁄8

TANDEM® CAP

 31⁄4 x 24 x 15

Amaretto Harvest Blend
Oldcastle APG - A CRH Company
400 Perimeter Center Terrace, Ste. 1000
Atlanta, Georgia 30346
 (770) 804-3363 © 2020 Oldcastle®, APG.  All Rights Reserved. BEL20-244For more info, visit Belgard.com

Place connectors in channels to secure 
veneer to modular block, two per veneer.

8 Connectors per course

FINISHED end should overlap the 
UNFINISHED end. 

Core can be used to fit a 4" x 4" post. Ideal 
for a pergolas posts or mailbox post.

TANDEM MODULAR BLOCK 

71/16  x 7⅞ x 7⅞

• Three different veneer face styles

• Design flexibility

•  Better stability during installation

•  Easy column construction

 F E A T U R E S  &  B E N E F I T S

 S H A P E S  &  S I Z E S

TANDEM™ 
MODULAR 
BLOCK
COLUMN INSTALLATION
EASE AND FLEXIBILITY OF THE 
TANDEM SYSTEM, NOW WITH A  
NEW METHOD OF INSTALLATION 
PERFECT FOR COLUMNS

* Box of 148 units. 1 box of 4 bags of 37 units.     
 27 boxes/cube

The Tandem Modular Block is remarkably versatile for building columns up to 42-inches high. 
The center opening is perfect for adding lights and other elements such as a post.

 A V A I L A B L E  F A C E  S T Y L E S

ASHLAR LAMINA MELVILLE

21"

21"

• 4 large veneer per row
• 4 or 8 connectors per row
• Maximum column height:  
 42 inch**

**Maximum column height assumes column is filled with aggregate

4 connectors per course

LAMINA TANDEM™

 7 x 211⁄16 x 25⁄8

ASHLAR TANDEM™

 7 x 187⁄16 x 25⁄8

U START BASE BLOCK®

 31⁄2 x 187⁄16 x 12


